
De -4o C a -8o C

D A T O S T É C N I C O S

4.92 kWh / día

N/A

1,705.2 litros / 60.22 ft3

Comprensor:
Micro motor:
Termostato:

Tensión:
Parrillas:
Interior:
Exterior:
Aislante:

Puerta:

Base:

Última generación
Polo sombreado
Mecánico
110V    10%
N/A
Lámina prepintada blanca
Lámina prepintada blanca
Espuma de poliuterano inyectado, espesor de 
40 mm por lado, 100% ecológico, espumado 
por gas ciclopentano
Lámina prepintada blanca. Jaladera de acero 
inoxidable. Sello magnético de PVC. Bisagras 
de acero con acabado en cromo
Estructura en lámina galvanizada

+_

1470 mm

988 mm

2040 mm

1370 mm

798 mm

1560 mm

177 kg

15 equipos (contenedor de 40)

18 equipos (caja de 48)

24.8° F to 17.6° F / -4o C to -8o C

T E C H N I C A L S U M M A R Y

2.78 kWh / 24 hr

N/A

419.3 liters / 14.8 ft3

Compressor:
Micromotor:
Thermostat:

Voltage:
Shelves:
Interior:
Exterior:

Insulator:

Door:

Base:

Last generation
Shaded pole
Mechanic
110V    10%
N/A
Pre - painted white steel interior
Pre - painted white steel exterior
Injected polyurethane foam, thickness of 1.57 
in / 40 mm by size, 100% eco-friendly, 
foamed by cyclopentane gas 
Pre - painted white steel. Stainless steel knob. 
Magnetic PVC gasket. Steel hinges with 
chrome finish.
Galvanized structure

+_

850 mm

683 mm

1614 mm

750 mm

493 mm

1134 mm

154.32 lbs / 70 kg

39 equipment (container of 40)

48 equipment (box of 48)

DIMENSIONS          EXTERIOR        INTERIOR

WIDTH
DEPTH
HEIGHT

24.8° F to 17.6° F / -4o C to -8o C

T E C H N I C A L S U M M A R Y

3.23 kWh / 24 hr

N/A

705 liters / 24.9 ft3

Compressor:
Micromotor:
Thermostat:

Voltage:
Shelves:
Interior:
Exterior:

Insulator:

Door:

Base:

Last generation
Shaded pole
Mechanic
110V    10%
N/A
Pre - painted white steel interior
Pre - painted white steel exterior
Injected polyurethane foam, thickness of 1.57 
in / 40 mm by side, 100% eco-friendly, 
foamed by cyclopentane gas 
Pre - painted white steel. Stainless steel knob. 
Magnetic PVC gasket. Steel hinges with 
chrome finish
Galvanized structure

+_

1154 mm

683 mm

1838 mm

1054 mm

493 mm

1358 mm

253.73 lbs / 116 kg

30 equipment (container of 40)

36 equipment (box of 48)

WIDTH
DEPTH
HEIGHT

DIMENSIONS          EXTERIOR        INTERIOR

24.8° F to 17.6° F / -4o C to -8o C

T E C H N I C A L S P E C S

4.92 kWh / 24 hr

N/A

1,705.2 liters / 60.22 ft3

Compressor:
Fan motors:

Controller:
Voltage:
Shelves:
Interior:
Exterior:

Foaming:

Door:

Base:

Last generation
Shaded pole
Mechanic controller
110V    10%
N/A
Prepainted white steel sheet
Prepainted white steel sheet
Polyurethane 1.57 in / 40 mm thick by side, 
100% CDC-free and non-toxic, foamed by 
cyclopentane gas
Prepainted white steel sheet. Stainless steel 
knob. Magnetic PVC gasket. Steel hinge with 
chrome finish
Galvanized sheet structure

+_

1470 mm

988 mm

2040 mm

1370 mm

798 mm

1560 mm

390.21 lbs / 177 kg

15 units 40´container
18 units 48´box

DIMENSIONS          EXTERIOR        INTERIOR

WIDTH
DEPTH
HEIGHT


