
De -4o C a -8o C

D A T O S T É C N I C O S

4.92 kWh / día

N/A

1,557 litros / 60 ft3

Comprensor:
Micro 

motor:
Termostato:

Tensión:
Parrillas:
Interior:
Exterior:
Aislante:

Puerta:

Base:

Última generación
Polo sombreado
Mecánico
110V    10%
N/A
Lámina acero galvanizado empotrado
Lámina prepintada blanca
Piso aislado de 3", paredes con aislamiento 
de 2.5" y techo
Las puertas interior y exterior de aluminio. 
Bisagras de acero inoxidable con mecanismo 
de cierre automático. Cadena de viento. 
Puertas sólidas de 25”
Tacón deslizante

+_

1854 mm

938 mm

1767 mm

1727 mm

782 mm

1256 mm

178 kg

10 equipos (contenedor de 40)

14 equipos (caja de 48)

24.8° F to 17.6° F / -4o C to -8o C

T E C H N I C A L S U M M A R Y

2.78 kWh / 24 hr

N/A

419.3 liters / 14.8 ft3

Compressor:
Micromotor:
Thermostat:

Voltage:
Shelves:
Interior:
Exterior:

Insulator:

Door:

Base:

Last generation
Shaded pole
Mechanic
110V    10%
N/A
Pre - painted white steel interior
Pre - painted white steel exterior
Injected polyurethane foam, thickness of 1.57 
in / 40 mm by size, 100% eco-friendly, 
foamed by cyclopentane gas 
Pre - painted white steel. Stainless steel knob. 
Magnetic PVC gasket. Steel hinges with 
chrome finish.
Galvanized structure

+_

850 mm

683 mm

1614 mm

750 mm

493 mm

1134 mm

154.32 lbs / 70 kg

39 equipment (container of 40)

48 equipment (box of 48)

DIMENSIONS          EXTERIOR        INTERIOR

WIDTH
DEPTH
HEIGHT

24.8° F to 17.6° F / -4o C to -8o C

T E C H N I C A L S U M M A R Y

3.23 kWh / 24 hr

N/A

705 liters / 24.9 ft3

Compressor:
Micromotor:
Thermostat:

Voltage:
Shelves:
Interior:
Exterior:

Insulator:

Door:

Base:

Last generation
Shaded pole
Mechanic
110V    10%
N/A
Pre - painted white steel interior
Pre - painted white steel exterior
Injected polyurethane foam, thickness of 1.57 
in / 40 mm by side, 100% eco-friendly, 
foamed by cyclopentane gas 
Pre - painted white steel. Stainless steel knob. 
Magnetic PVC gasket. Steel hinges with 
chrome finish
Galvanized structure

+_

1154 mm

683 mm

1838 mm

1054 mm

493 mm

1358 mm

253.73 lbs / 116 kg

30 equipment (container of 40)

36 equipment (box of 48)

WIDTH
DEPTH
HEIGHT

DIMENSIONS          EXTERIOR        INTERIOR

24.8° F to 17.6° F / -4o C to -8o C

T E C H N I C A L S U M M A R Y

4.92 kWh / 24 hr

N/A

1,705.2 liters / 60.22 ft3

Compressor:
Micro motor:
Thermostat:

Voltage:
Shelves:
Interior:
Exterior:

Insulator:

Door:

Base:

Last generation
Shaded pole
Mechanic
110V    10%
N/A
Pre - painted white steel interior
Pre - painted white steel exterior
Injected polyurethane foam, thickness of 1.57 
in / 40 mm by side, 100% eco-friendly, 
foamed by cyclopentane gas
Pre - painted white steel. Stainless steel knob. 
Magnetic PVC gasket. Steel hinge with 
chrome finish
Galvanized structure

+_

1470 mm

988 mm

2040 mm

1370 mm

798 mm

1560 mm

390.21 lbs / 177 kg

15 equipment (container of 40)

18 equipment (box of 48)

DIMENSIONS          EXTERIOR        INTERIOR

WIDTH
DEPTH
HEIGHT

24.8° F to 17.6° F / -4o C to -8o C

T E C H N I C A L S U M M A R Y

5.45 kWh / 24 hr

LED lighting inside the cabinet

8 barrels of 15.75 gallons/ 60.22 ft3

Compressor:
Micro motor:
Thermostats:

Voltage:
Shelves:
Interior:
Exterior:

Insulator:

Door:

Base:

Last generation
Shaded pole
Electronic
110V    10%
2 shelves
Pre - painted white steel interior
Pre - painted black steel exterior
Injected polyurethane, thickness of 2 in / 50.8 
mm by size, 100% eco-friendly, foamed by 
cyclopentane gas
Pre - painted black steel.  Stainless steel knob. 
Magnetic PVC gasket. Steel hinges with 
chrome finish
Galvanized structure

+_

1470 mm

988 mm

2040 mm

1370 mm

798 mm

1560 mm

412.26 lbs / 187 kg

15 equipments (container of 40)

18 equipments (box of 48)

WIDTH
DEPTH
HEIGHT

DIMENSIONS          EXTERIOR        INTERIOR

24.8° F to 17.6° F / -4o C to -8o C

T E C H N I C A L S U M M A R Y

4.92 kWh / 24 hr

N/A

1,509 liters / 40 ft3

Compressor:
Micromotor:
Thermostat:

Voltage:
Shelves:
Interior:
Exterior:

Insulator:

Door:

Base:

Last generation
Shaded pole
Mechanic                                                       
110V    10%
N/A
Embedded galvanized  interior
Pre - painted white steel exterior
Isolated floor of 3", walls and ceiling with 
isolation of 2.5" 
Interior and exterior door of steel. Stainless 
steel hinges with self- closing mechanism. 
Wind chain. Solid door of 25”
Plastic glider heels

+_

1470 mm

988 mm

2040 mm

1370 mm

798 mm

1560 mm

332.89 lbs / 151 kg

16 equipment (container of 40)

18 equipment (box of 48)

DIMENSIONS          EXTERIOR        INTERIOR

WIDTH
DEPTH
HEIGHT

24.8° F to 17.6° F / -4o C to -8o C

T E C H N I C A L S P E C S

4.92 kWh / 24 hr

N/A

1,557 liters / 60 ft3

Compressor:
Fan motors:

Controller:
Voltage:
Shelves:
Interior:
Exterior:

Foaming:

Door:

Base:

Last generation
Shaded pole
Mechanic controller
110V    10%
N/A
Embedded galvanized sheet 
Prepainted white steel sheet
Isolated floor of 3", walls and ceiling with 
isolation of 2.5" 
Interior and exterior door of steel. Stainless 
steel hinges with self-closing mechanism. 
Wind chain. Solid door of 2.5”
Plastic glider heels

+_

1854 mm

938 mm

1767 mm

1727 mm

782 mm

1256 mm

392.42 lbs / 178 kg

10 units 40´container
14 units 48´box

DIMENSIONS          EXTERIOR        INTERIOR

WIDTH
DEPTH
HEIGHT


